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MUNICIPAL CLASS ENVIRONMENTAL ASSESSMENT
NOTICE OF STUDY COMPLETION

COUNTY OF BRUCE
BRUCE COUNTY ROADS 25 AND 33
MASTER PLAN FOR ROADS AND DRAINAGE

RECOMMENDED MASTER PLAN

The County of Bruce as Proponent, with the Town of Saugeen Shores, have prepared a Master Plan, following Phases 1
and 2 of the Municipal Class Environmental Assessment, for the area of Bruce County Road 25 and 33, located centrally
in the Town of Saugeen Shores.

Based on the study findings and input from technical agencies and the public, the Master Plan accepted by Councils is
as shown on the attached Key Plan. The Master Plan identifies the recommended infrastructure to service the future
growth of the Town while minimizing environmental impacts. The recommended Master Plan incorporates the comments
received from the public and agencies during the course of the study. The main components are listed below. While the
Master Plan addresses need and justification at a broad level, more detailed studies for each of the projects included in

the Master Plan will be

TYPE OF PROJECT

done at a later date following the Municipal Class EA.

DESCRIPTION

Schedule B Projects - Roads = Re-align Bruce Road 33 to intersect Bruce Road 25 at future

Bruce Street alignment.

= Provide additional lanes on Bruce Road 25 between future
Bruce Street intersection to Goderich Street (4-lane urban cross-
section).

= While the Master Plan addresses Phases 1 and 2 of the
Municipal Class EA, additional investigations will be carried out
at a later date.

Schedule A Projects — Drainage = Construct new storm sewer along Bruce Road 25 including

outfall to Lake Huron.

= Construct local storm sewer system within Baker Subdivision to
coincide with sanitary sewer installation.

The Master Plan is available for review at the following locations:

Saugeen Shores Municipal Office, Bruce County Administration Building

This Notice issued Tuesday May 9, 2017.

The County of Bruce The Town of Saugeen Shores GM BluePlan Engineering Limited
Mr. Brian Knox, P.Eng. 600 Tomlinson Drive Mr. John Slocombe, P.Eng.

Box 70, 30 Park St. P.O. Box 820 1260 2n Avenue East, Unit 1
Walkerton, Ontario NOG 2V0 Port Elgin, ON NOH 2CO0 Owen Sound, ON N4K 2J3

Tel: (519) 881-2400 Tel: (519) 832-2008 Tel: (519) 376-1805
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Master Plan - Re-align Bruce Road 33 to Intersect Bruce Road 25 at Future Bruce Street Location and

Construct a New Storm Sewer on Bruce Road 25 to a New Outlet at Lake Huron
[OT 27 @The Master Plan recommends that a new roadway be constructed to re-align BR33 to intersect BR25 at the future Bruce Street
location. The intersection would be signalized with dedicated left turn lanes on each leg of the intersecting roads.
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@BRZS would be upgraded to a four lane urban road section from Goderich Street to the future Bruce Street location with an

additional dedicated eastbound lane and left turn lane at Goderich Street. BR25 west of the intersection with the future Bruce

ISSEPL%’?EL?'ZEE'S\%%Z%SXRY AS PER Street would be a four lane road section, tapering to a two lane urban section to Saugeen Beach Road.
@A multi purpose trail/active transportation route (ATR) is to be included on the north side of BR25, from Goderich Street to BI
LIE

&
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TOWN OF SAUGEEN SHORES LOCAL

OFFICIAL PLAN Saugeen Beach Road.

The Master Plan recommends the extension of a BR25 storm sewer system, to convey the 1:100 year design flow from the
Goderich Street intersection, to the top of the bluff west of the Lake Range Road intersection.
@A storm sewer, sized to convey the 1:5 year design flow, is recommended to be extended westerly from Lake Range Road to a

new outlet at Lake Huron; in-line with BR25.
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GUELPH | OWEN SOUND | LISTOWEL | KITCHENER | EXETER | HAMILTON | GTA
1260 - 2ND AVENUE EAST, UNIT 1, OWEN SOUND, ON N4K 2J3

Flows in storm sewer may surcharge to watercourse west of Shipley Avenue to maintain "flushing flows" as per Fish Habitat and TEL. 519-376-1805 waw gmblueplan.ca
Aquatic Impact Assessment (2010). Flows in excess of the storm sewer capacity would surcharge to the road surface on BR25; MASTER PIAN OF AL TERNATIVE
draining westerly to the existing watercourse outlet west of Shipley Avenue. SOLUTIONS FOR DRAINAGE

@A storm sewer system, designed to convey the 1:5 year design flows, is recommended within the Baker Subdivision. The system COUNTY OF BRUCE/
would maintain the existing outlet in-line with Baker Road, with a second, new outlet at the boat launch, in-line with George TOWN OF SAUGEEN SHORES

[ OT 26 Street. These storm sewer systems are recommended to be installed at the same time as the planned sanitary sewer system.
[ OT 26 (8) A new 4-way intersection at Baker Road and Lake Range Road would be necessary with an easterly road extension to intersect BRUCE ROADS 25 AND 33

with the new BR33 alignment.

BR25 west of Bruce Street would be divested from the Countyto the Town, BR33 south of BR25 to Lot 27 would be divested from MASTER PLAN
the County to the town' DRAWN BY : APPROVED BY : PROJECT NO. : DRAWING NO. :

Basic ditching improvements, to improve drainage along BR33 to the Gore Drain, are recommended for the Master Plan. K.B. JBS. M-1552
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